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traction system fault code
forward travel indicator

neutral indicator

reverse travel indicator

travelling speed mode indicator
steering system fault code

hand brake switch indicator

fault warning light

working hour display

menu setting button

battery electric quantity display

fault indicator

menu setting button

meter number

travel speed display

menu setting button

® Truck working condition can be known directly and easily through reliable meter displaying important information such as

truck working condition, fault and so on.

Technical parameters

> Energy regeneration technology

® With AC type energy regeneration technology, the
working hour of single battery shift is 15% increased.

Working hour of single
battery shift 15% increased
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Item Unit
1 Model QYD50S-F1 QYD60S-F1
2 Driving mode Seated
& Driving mode kg 5000 6000
4 Driving mode N 4000 4000
5  Weight kg 1680 1730
6 Min. steering radius R(mm) 1800
T Min. steering radius b(mm) 120
8 Seat height H1(mm) 1040
9 Wheel base L1(mm) 1200
10 Wheel base mm 365
11  Wheel base mm 380
12 Tyre(front tyre/ rear tyre) 2x4.00-8/6 .50-10-10PR
13 Tread( front tire/rear tire) mm 230/905
14  Truck dimension(length*width*height) LxWxH(mm) 2060 x1080x1410
15 Traction hook height N(mm) 350/450
16  Driving motor power kw 8.0(AC)
17  Steering motor power kW 0.6(AC)
18 Travelling speed: loaded/unloaded Km/h 10/15
19  Gradeability loaded %oxm 6x20
20 Driving brake Hydraulic brake
21 Parking brake Mechanic
22 Driving mode Rear drive
23 Battery voltage/capacity V/Ah 48V/380Ah 48V/420Ah
24 Battery weight Kg 640 720
25  Driving control mode Electronic stepless mode
26 Operator's ear noise db(A) <70
Standard configuration Optional

Homemade battery

Liquid crystal combined instrument

Solid tyre (front wheels)
Pneumatic tyre (rear wheels)

Single layer traction seat
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Driver's tool

INTER LAKEN

Semi-closed driver's cab
Solid tyre for all wheels
Traceless solid tyre

Pole type waming light
Rotating type warmning light

Multi layer traction seat
Emergency power
Backview mirror

Fire extinguisher

Customer made painting

Interlaken Maquinaria S.A. de C.V.
Tel. Corporativo: 55 9035 6953

E-mail: info@interlakenmaq.com
www.helimexico.com
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5-6t
G SERIES AC ELECTRIC STEERING
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Steering system

AC type travelling _5‘*" bral_cing
alectric controller }"‘“"M
aslope

e AC control system is adopted on electric steering
control system. Through CURTIS AC type steering

controller, closed-loop control, CAN communication,

Electric controller /

self protection

\ C}\_N_bus technology

proximity switch limit protection and automatic

locate function when starting are realized.

Intellectualized
e |ow voltage three phase AC type asynchronism motor is design
used for steering. There are speed encoder and

temperature sensor in it. Its rated power is 0.6kw and

Superior intellectualized design Operation order Travelling speed

protection \ / ~ control

ensure operator and truck safety but also Emergency powier Low noise

protection degree is IP44. Dual output encoder , 48 digit

pulse output and proximity switch limit protection are
used ® Superior intellectualized designs not only

i i ici outage function configuration
® |t has steering speed limit and steering angle display improve working efficiency, reduce energy Outage nehon) _COngnE 0N
: consumption.
functions.

Operating system

® 1 Proper angle and position of braking pedal and acceleration pedal and slight pedal force fully satisfy ergonomic
Drivirlg system requi_rements_ _ _ _ _
e 2 Adjustable steering wheel fits different operator’s size.
¢ 3. With mechanical, hydraulic and electric these three independent braking system, the brake is safe and reliable.
e Ac type control system is adopted for driving control system. CURTIS AC type driving controller is used. It has close-loop e 4. With dual direction inching button, safe and precise connection between the tractor and trailer is ensured through
control, slope parking, CAN communication, inching centering, seat switch, parking brake switch, service parking brake and 4 inching forward or backward.

PWM chopping output ports and other functions.

e Low voltage three phase AC type asynchronism motor is used for driving. There are speed encoder and temperature sensor Fu“y closed cab and semi-closed cab are optional

in it. Speed encoder is outside installed at the rear end of the motor for easy maintenance.

>> Brief introductiorl G series 5-6t AC type electric steering tractor which has popular

appearance and reliable performance is a new generation of

environment friendly tractor designed by HELI. With ergonomic design
principle, driving comforts in sitting, operation space and
environmental protection are ensured.

The three-wheel truck is powered by battery. The steering wheel is
front wheel and the drive wheel is rear wheel. Imported CURTIS driving
controller and CURTIS AC type steering controller are assembled on
the truck. The truck has low noise, powerful traction force, easy
operation and flexible steering.




