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RELIABLE SPECIAL DESIGNED INSTRUMENT

- Hourmeter
o o H
Neutral indicator - _Engine oil pressure alarm indicator s e I' I e s

Internal Combustion
Counterbalanced Forklift Truck

Technical features remarkably improved

*Jil-water separation alarm indicator

Preheating indicator

Left turning indicator : : Right turning indicator

* Seat switch

Low fuel level alarm indicator
Hand brake indicator

Backup

Standard configuration

Hour meter

Horn

Qil pressure alarm

Control valve

Wholly hydraulic-powered steering
Rubber pad

Backrest

Rear view mirror

Front combined lamp (LED light)
Transmission oil filter

Engine flame out device
Rachettype parking brake

Water temperature meter

Driver's tools

Rear combined lamp{LED)
Reversing buzzer

Tilt-lock valve

Tilt adjustable steering column

Back view mirror

Standard

(* Means optional components)

Overhead guard

Standard fork

Neutral gear switch

Hydraulic circuit oil filter
Electro-hydraulic changing-over
Intelligent shift

Speed-limiting valve

Qil level gauge

Charging indicator

Wide view mast

Air intaking device

Durable tire with decorative pattern
Lifting and tilting operating handles
Traction pin

Semi-suspension seat

Hydraulic oil dipstick

Overhead guard rain cover

Torque converter oil dipstick

Combined instrument

Meter lighting indicator

B Reliable special meter displays
the whole truck’s working
condition, fault detect and

* Filter block alarm indicator other important information

No charging alarm indicator

Optional

Criver's cab

Warning light

High air exhausting device
Double air cleaner
Suspension seat

Fork extension

Heater

Solid tyre

Widen fork carriage
Wind shield

Purifying muffler

Fire extinguisher muffler
Fire extinguisher

Rear working light

Air conditioner (certain type)

OPS (travelling function)

Torque converter oil temperature meter

Tilting cylinder sleeve
Steering cylinder sleeve

completely which makes the
operator master the whole
truck condition directly and
conveniently.

Backup

User-specified color

Optional attachments

Sling

Full LED light ass'y

Power switch

Reversing voice speaker

Universal key

Overspeed 10km/h alarm

Electric fam

OPS(Travelling function and loading function)

Drive axle with wet disc type brak

Damping
With suspension damping structure on overhead guard(cab) and optimized design

for the transmission, the whole trucks's vibration reduced a lot and relieve driver's
fatigue greatly.

Noise reduction

Equipped with fully sealed cab and optimize designed parts around the engine, noise
nearby ear and the truck sound level are reduced greatly.

Heat dissipation

With the optimized cooling system and great cooling performance, highly improved
the reliability and durability of the transmission and engine, etc, many key parts.

Energy efficiency

With optimized hydraulic system, the truck is more energy-
efficient and lower fuel consumption.

Comfort

Man-machine engineering design improves operation comfort wide view lifting

system improves vision.

Intelligent gear shifting

With electronic-hydraulic reversing systerm as standard configuration, make
operation more liaght and easy; The updated new intelligent gear shifting system
could avoid starting with second gear, improves the transmission box's realiability.

Maintainability

Wider internal space, more reasonable parts layout and 80°hood opening angle make

maintenance easy.

Reliability

Key parts like frame and mast apply CAE top-down design to improve their strength
and make the truck tough.

Interlaken Maquinaria S.A. de C.V.
() Tel. Corporativo: 55 9035 6953

E-mail: info@interlakenmag.com
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Manufacturer and technical parameters Optional engine model and truck main specifications 5-7t WIDE VIEW FULL FREE 3-STAGE MAST

Charaderistics Truck specifications - ‘B r‘lp:ﬂl”:-igh Load capacity (load center 600mm) Mﬂmﬁnh;:fmm Froe lft(with backrest) Sarvicﬂ? E\;\;aight - n';a:;g .
.01 Ma HELI Manufactul D7 Di D1 D! Di D7 PCD1 D7 Di 1 Di D7 D! QXY)D QxY)D7 (mm)
0 nufacturer anus rer CPCD50 CPCDé0 CPCD70 CPCD85 CFCD100 CPCD50 CPCDé0 CPCD70 CPCD85 CPCD100 CPCD50 CPCD&0 CPCD70 CPCD85 CPCD100 CPCD50 CPCDé&0 CPCD70  CP(Q)Y)D50 CP(QXY)ID&0 CP(QXY)D70 (mm) CPCD50 CPCD&0 CPCD70 CPCD50/60/70 CPCD50 CPCD60 CPCD70 a/p
BOE ML s s S A S CPCON. . CRCDED,  (COFCR7O. CRChes, eI, . M Traveling spead ioadedbunionded) e LA s SN ok ... Y. i EIIR s 2430 .. S i R b T, s - i L BT i Lo ek o S ... RPN il T 1 S i SN . ZSM360 6°/6°

1.03  Powertype Diesel Lifting speed (loaded/unloaded) mm/s 530/550 530/550 510/540 390/420  330/350 550/570 550/570 550/570 430/450 350/370 510/550 510/550 500/550 400/430 330/350 450/470  440/470 4207460  390/410 390/410 390/410

o Ratedcapacny ............................................................................... o 3 g ........ T pr p— T e oz Lcwenngspeedtloadedfunloaded) .......................................... e S

1.05 Load center [ mm 600 Max. Draw bar{loaded) KN 60 60 60 60 58 60 40 60 60 58 40 60 60 60 58 42 40 40 51 51 51

= Drnnngmode .......................................................................................................................................... Srt-ontype ................................................. Max.Gradeabdny(Ioadedz‘unloaded) .......................................... i S R e e e s e g s s b L e e e = s S i s o

~ Dimensioms Weight(olincluded) kg 810 800 90 11400 12510 150 890 90 11400 12510 8300 9050 %S0 11550 12660 8300 900 %S0 7980 870 930 e
201  Mast height, extended (with backrest) Axle load (loaded front/rear kg 11830/1320 13330/1570 14450!2050 17750/2150 20030!2480 11830/1320 13330/1570 14450/2050 17?50!2150 20030/2480 11940/1360 134001650 14500/2150 17845/2205 20167/2493 11940!‘1360 13400/1650 14550!2150 11620/1360 13080/1650 14180/2150 'ZSM700
Sty Maxforkheght ........................................... L kg ...... i e T T e e i e e e e L e e e R T T T i e

Mote: (1) 5-6t: the free lift without backrest 380mm increased,
Engine specifications (2) 71: the free lift without backrest 225mm increased.

Cummins QSB45 ) ISUZU 6BG1

203 Mastheig ht, Icwered

~ Engine manufacturer/mode

205 Backrest helght (calculated from the fo surface)
Overhead guard clearance (from face of seat)

Engine rated power/rotational speed ~ Kw/rpm 3/2200 ” T 82200 82/2000 63.9/2300
Engine rated torque/rotational speed Nm/rpm 418/1400 488/1500 415/1400~1600 285/1700

8.5-10t WIDE VIEW MAST

Max. Mast height, lowered Service weight Mast
Mast model  forkheight Load capacity (load center 600mm) i k) Wing ke

Englne displacement L 4.4 45 6.494 4.29

iid CPCD85 CPCD100 CPCD85 CPCD100 CPCD85 CPCD‘! 00 wp
0 0

Ast: Right angle stacking aisle width

3001835  300-1835  300-1835 3481944  420-2060 ] a: Safety clearance 200mm 5-7t WIDE VIEW MAST

S Max. Mast height, lowered Service weight
RS B Load capacity (load center 600mm} tFris) (kg)

CPCD50 CPCDé0 CPCD70 CPCD50/60/70 CPCD50 CPCD60 CPCD70

215 Truck body width ' W1 mm 2045 2045 2045 2165 2165

2.16  Lateral fork adjustment (outside of fork Nmax./min.)

218 Reartread - w2 mm
219 MinTumngradus(exema) romm

8.5-10t WIDE VIEW FULL FREE 2-STAGE MAST

Mast height, lowered Free lift (with backrest) Service weight
{rmm) (rmim} (kg)

Load capacity(load center 600mm)

Max.
Mast made fork height
(mm

CPCDB85 CPCD100 CPCD85 CPCD100 CPCD85 CPCD100  CPCD85 CPCD100
1090 ; 12442

302 Tyretype{frontfrear) “ “ Pneumatic tyre
303 Tyresize (front) 8.25-15-14PR 7.00-20-14PR

304 Tyre size (rear) 8.25-15-14PR 9.00-20-14PR
Spedifications of the brake and transmission devices
401 Batery(vohage/capacity) V/Ah 2X12/80

402  Service brake Powered brake-pedal type
Ao Femgbgle ... Mechanicahand brake levertype

404 OQilta capaclly L S R

405 Transmission type

a La L2 Ast=r+L2+L4+a £

5-7t WIDE VIEW FULL FREE 2-STAGE MAST Mote: (1) B.5t: the free lift without backrest 222mm increased,(2) 10t free lift without backrest.

N | toadcuve |
—— Load curve CPCD50 CPCD60 CPCD70 CPCD85 CPCD100 : ; i
- - Msniods) e kool capaciny i osmer 00 ) Muheghr =™l Fiee “"‘:""‘” s o tthingfrl'gta
501 MaxTravelllng wtloaded/unbadw) ...... L R :3 kmfh 24"2? ....... i 24!29 ............. 24!29 .......... 24/28 ............ 24/28 ...... e e B IR S ST RN PN (ITEY (ST I {mem) CPCD50 CPCD&0 CPCD70 CPCD50/60/70 ik CPCD50 CPCD&0 CPCD70 ofp 8.5-10t WIDE VIEW FULL FREE 3-STAGE MAST
502  Lifing speed (loaded/unloaded) mm/s  510/530  510/530  500/530 390420  330/350 p— O S - ZM250 2500 5000 6000 7000 2210 840 8189 8939 9539 &2 . P -
............................................................... L S T R L . y . " 4 L \ ; o4 : 1337 s Mast height, lowered Free lift {with backrest) Service weight Mast
503  Lowering speed (loaded/unloaded) mm/s WITHOUT LOAD=300 WITH FULL LOAD=600 o - NeheTha vstlical swis:stin e tot-1oa.copiaciy drel the hionzersl nke T — : . IR - ha?m kol capacalfom catiei 00w (o) (nm) ka) tilingangle
S04 Mon Drowbenllonded] st S . 63 L. 02 s s L. . B s e standsforlond centsrwhichis caloulated from the ortsurkace pfthe CPCD85S _ _ CPCD100 _ _ CPCD85  CPCD100 __ CPCDSS CPCD100 _ _CPCD85 _ _ CPCD100
505 Max Gradesbility(loaded/unloaded) i L - BN /M9 A A, 2320 2120 E 6o forks to the gravity of the standard load. the standard load means a
506 Weight(cilinduded) kg 8300 9050 9650 11550 12660 (&J cubic with 1200mm edge length. When mast is tilted forward, using i
507  Axle load (loaded)front/rear kg 11940/1360 13400/1650 14500/2150 17845/2205 20167/2493 By 400 | : i oL IO
.................................................................................................................................................................................................. 6 non-standard forks or loading large goods, the load capacity will be
508 Axle load {unloaded)front/rear kg 4130/4170  4060/4990  3870/5780  5082/6468  5570/7090 2000 ; .
reduced. The load capacity of standard mast at different load center
Engine specifications o [ o R P
L it bt T MCHAICABNO oo 0 200 400 60 800 1000 1200 1400 1600 can be known from this load chart
407 "Enoina el power bt S §3/2000 LOAD CENTER(mm) o R T
6.03 E“Q'“E rated torque/rotational speed dm/rpm 450/1400-1500 R Note: (1) 5-6t: the free lift without backrest 465mm increased, Note: (1)8.5t: the free lift without backrest 172mm increased,

(2) 7t: the free lift without backrest 310mm increased, (2) 10t: free lift without backrest,

ie Englnedlsplacement s TS

Note: The service weight in the table is the weight of the truck assembled with XiChai engine.




